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RESUMO

A madeira ¢ um material heterogéneo, sendo a sua
composi¢io quimica variavel devido a fatores genéticos e
ambientais. E reconhecido que a composi¢io quimica da
madeira ateta grandemente a sua conversdo em polpa ce-
lulosica. Porem, pouca atenciio tem sido dedicada a fatores
qualitativos, tais como anatureza quimica da lignina. particu-
larmente a suarelacio siringila/guatacila (5/G3). Neste estudo
toi avaliado o impacto do teor e da relacdo 5/G da lignina no
desempenho da polpagio kraft de vinte e quatro amostras de
madetra, provenientes de seis clones de Eucalypius plantados
em quatro locais diferentes. Os resultados mostraram que
a eficiéneia de deslignificacio e o rendimento da polpacio
kratt se correlacionam fracamente com o teor de lignina da
madeira. Porém eles mndicaram correlagio positiva e signi-
ficativa entre rendimento gravimétrico da polpago kraftea
relacdo S/G da lignina, para polpas celulosicas de kappa 17,
Para uma carga fixa de alcali ativo, madeiras com maiores
relagdes S/G mostraram-se mais faceis de deslignificar.

Por se tratar de um material biologico, a madeira é gran-
demente heterogénea. Varia¢Ges siio observadas entre classes,
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ABSTRACT

Wood is a heterogeneous material of variable
chemical composition due 1o genetic and environmen-
tal factors. It is recognized that the chemical wood
composition largely affects its conversion into pulp.
However, little attention has been paid to qualitative

Factors, such as the chemical nature of lignin, par-

ticularly its syringvl/guaiacyl (S/G) ratio. The impact
of lignin content and S/G ratio on the kraft pulping
performance of twenty-four wood samples derived from
six Encalyptus clones planted in four different locations
was evaluated in the present study. The results showed
that the delignification efficiency and the krafl pulping
vield correlate weakly with the lignin content of wood.
Nevertheless, they indicated positive and significant
corvrelation between gravimelric kraft pulping yield and
lignin /G ratio for cellulosic pulps produced at kappa
17. At a fixed active alkali charge, woods with higher
S/G ratios showed to be easier to delignifi.

INTRODUCTION
As abiological material, wood is extremely heterogeneous.
Variations ave observed between classes, genera, within the
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